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MODEL MIPD-I3I

VIDEO

Sensor 1/2.8” SONY STARVIS 3MP Image Sensor

Effective Pixels 2065(H) x 1553(V), 3.21 Megapixel

Scanning System Progressive Scan

Min. Illumination Color : 0.1Lux, B/W : 0.01Lux, 0Lux(IR LED ON)

S/N Ratio More than 50dB (AGC OFF)

LENS

Focal Length
(Option)

MIPD-I3IF : 2.8mm Fixed
MIPD-I3IV : 3.0~12.0mm(4x) Motorized

Lens Type
MIPD-I3IF : Manual / Auto(Nighttime IR filter operation)
MIPD-I3IV : DC Auto iris / Auto(Nighttime IR filter operation)

Focus Control MIPD-I3IF : Manual, MIPD-I3IV : Auto / Manual

FUNCTION

Day & Night Auto / Day / Night

WDR OFF / BLC / HLC / WDR

DNR OFF / ON, 2D-NR & 3D-NR (Level Adjustment)

White Balance ATW, Indoor, Outdoor, Manual

Electric Shutter Auto, Manual (1/25~1/10000sec)

Motion Detector OFF / ON

Privacy Mask OFF / ON

DIS OFF / ON

IR LED / IR Distance 4pcs Highlight power sensitivity IR LED / Approx. 30M

Others Function Mirror, Flip, Defog, Sens-up, Contrast, etc.

NETWORK

OS Embedded Linux

Ethernet RJ-45 (10/100 Base-T PoE)

Video Codec H.264 High Profile & MJPEG

Video Streaming
Triple stream with H.264/MJPEG, Adjustable frame rate, 
CBR/VBR in H.264

Resolution Max. 2048x1536(3MP)

Frame Rate
Triple stream, 1st stream: 30fps@2048x1536 , 
2nd stream: 30fps@640x480, 3rd stream: 30fps@640x480

Alarm IN/OUT N/A

Event Action Motion detection 12x12 block

Event Notification FTP, Upload via E-Mail, TCP

Protocol
HTTP, HTTPS, FTP, SMTP, UPnP, DNS, DDNS, NTP, RTSP, RTP, 
TCP, UDP, ICMP, DHCP

Security Password protection, user login / HTTPS encryption

ONVIF ONVIF Profile S

Memory Slot
SDHC Memory card (purchased separately), Save event / 
alarm

Max. user access Max. 8 users

SDK Support API, ONVIF Profile S Compliant

Client Software Web Browser, ONVIF Compatible 3rd Party VMS

GENERAL

Operating Temp. -10°C ~ +50°C

Operating Hum. 90% RH

Power DC12V/1.5A, Max. 6W, PoE(Power over Ethernet): 802.3af

Material Dome : Clear Bubble Dome / Housing : Reinforced plastic

Dimension (mm) 114.8mm(Dia. Ø) x 98.3mm (H)

Weight Approx. 350g

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 1/2.8" SONY STARVIS 3Megapixel Image Sensor

• Max. 2065(H) x 1536(V)@30fps

• Ultra High Definition & Realize a vivid natural image

• H.264 /MJPEG Multi Codec & Triple Streaming

• Built-in Filter Change Day & Night Mechanism

• 4pcs Highlight power sensitivity IR LED

• ONVIF Profile & SDK support provides convenient 

heterogeneous interworking

• Local SDHC memory slot support

• 3-axis gimbals Bracket structure can be adjusted freely

• DC 12V, PoE(IEEE802.3af) support

• Select Lens Specification

3MP Network IR LED Indoor Dome Camera

MIPD-I3I

(unit : mm)
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MIPD-I3IF MIPD-I3IV



MODEL MIPD-V3I

VIDEO

Sensor 1/2.8” SONY STARVIS 3MP Image Sensor

Effective Pixels 2065(H) x 1553(V), 3.21 Megapixel

Scanning System Progressive Scan

Min. Illumination Color : 0.1Lux, B/W : 0.01Lux, 0Lux(IR LED ON)

S/N Ratio More than 50dB (AGC OFF)

LENS

Focal Length
(Option)

MIPD-I3IF : 2.8mm Fixed
MIPD-I3IV : 3.0~12.0mm(4x) Motorized

Lens Type
MIPD-I3IF : Manual / Auto(Nighttime IR filter operation)
MIPD-I3IV : DC Auto iris / Auto(Nighttime IR filter operation)

Focus Control MIPD-I3IF : Manual, MIPD-I3IV : Auto / Manual

FUNCTION

Day & Night Auto / Day / Night

WDR OFF / BLC / HLC / WDR

DNR OFF / ON, 2D-NR & 3D-NR (Level Adjustment)

White Balance ATW, Indoor, Outdoor, Manual

Electric Shutter Auto, Manual (1/25~1/10000sec)

Motion Detector OFF / ON

Privacy Mask OFF / ON

DIS OFF / ON

IR LED / IR Distance 4pcs Highlight power sensitivity IR LED / Approx. 30M

Others Function Mirror, Flip, Defog, Sens-up, Contrast, etc.

NETWORK

OS Embedded Linux

Ethernet RJ-45 (10/100 Base-T PoE)

Video Codec H.264 High Profile & MJPEG

Video Streaming
Triple stream with H.264/MJPEG, Adjustable frame rate, 
CBR/VBR in H.264

Resolution Max. 2048x1536(3MP)

Frame Rate
Triple stream, 1st stream: 30fps@2048x1536 , 
2nd stream: 30fps@640x480, 3rd stream: 30fps@640x480

Alarm IN/OUT N/A

Event Action Motion detection 12x12 block

Event Notification FTP, Upload via E-Mail, TCP

Protocol
HTTP, HTTPS, FTP, SMTP, UPnP, DNS, DDNS, NTP, RTSP, RTP, 
TCP, UDP, ICMP, DHCP

Security Password protection, user login / HTTPS encryption

ONVIF ONVIF Profile S

Memory Slot
SDHC Memory card (purchased separately), Save event / 
alarm

Max. user access Max. 8 users

SDK Support API, ONVIF Profile S Compliant

Client Software Web Browser, ONVIF Compatible 3rd Party VMS

GENERAL

Operating Temp. -10°C ~ +50°C

Operating Hum. 90% RH

Power DC12V/1.5A, Max. 6W, PoE : IEEE 802.3af compliant

Protection grade IP66

Material Dome : Polycarbonate / Housing : Aluminum die-casting

Dimension (mm) 121.2mm(Dia. Ø) x 96.3mm (H)

Weight Approx. 550g

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 1/2.8" SONY STARVIS 3Megapixel Image Sensor

• Max. 2065(H) x 1536(V)@30fps

• Ultra High Definition & Realize a vivid natural image

• H.264 /MJPEG Multi Codec & Triple Streaming

• Built-in Filter Change Day & Night Mechanism

• 4pcs Highlight power sensitivity IR LED

• ONVIF Profile & SDK support provides convenient 

heterogeneous interworking

• Local SDHC memory slot support

• 3-axis gimbals Bracket structure can be adjusted freely

• IP66

• DC 12V, PoE(IEEE802.3af) support

• Select Lens Specification

3MP Network IR LED Dome Camera

MIPD-V3I

(unit : mm)
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MODEL MIPD-V2I

VIDEO

Sensor 1/1.8” SONY 2MP Exmor Image Sensor

Effective Pixels 1920(H) x 1080(V), 2.17 Megapixel

Scanning System Progressive Scan

Min. Illumination Color : 0.07Lux, B/W : 0.0047Lux, 0Lux(IR LED ON)

S/N Ratio More than 52dB (AGC OFF)

LENS

Focal Length 3.6~11mm(3x) Motorized

Lens Type DC Auto iris / Auto(Nighttime IR filter operation)

Focus Control Auto / Manual

FUNCTION

Day & Night Auto / Day / Night / EXT

WDR OFF / ON(DOL True WDR) / 120dB

BLC OFF / BLC / HLC

DNR OFF / ON, 2D-NR & 3D-NR (Level Adjustment)

White Balance
ATW-Indoor/Outdoor, Shade, Clear sky, Fluorescent light, 
Light bulb, Flame, Manual

Electric Shutter Auto (1/60~1/135,000sec), Manual (1/10~1/10,000sec)

Motion Detector OFF / ON (4 zone settings)

Privacy Mask OFF / ON (8 zone settings)

DIS OFF / ON

IR LED / IR Distance 35pcs Highlight power sensitivity IR LED / Approx. 40M

Digital Zoom 16x

Corridor mode Support(90˚/270˚)

Others Function Mirror, Flip, Defog, LDS, Sens-up, Auto Exposure Mode, Etc

NETWORK

OS Embedded Linux

Ethernet RJ-45 (10/100 Base-T PoE)

Video Codec
H.265(Main Profile), H.264(High, Main, Base line profile), 
MJPEG

Video Streaming
Simultaneously H.265/H.264 and MJPEG (Triple Streaming)
Independent Frame Rate and Bandwidth Control, VBR/CBR 
Mode

Resolution
1920x1080(Full-HD), 1280x1024(SXGA), 1280x720(HD), 
704x480(4CIF/NT), 704x576(4CIF/PAL), 640x480(VGA), 
352x288(CIF), 320x240(QVGA)

Frame Rate Max. 1920x1080p@60fps

Alarm IN/OUT 1/1

Event Action
At boot, alarm input, trigger, network loss, operation, 
motion detection

Event Notification Alarm output, E-mail, FTP storage

Protocol
TCP/IP, UDP, IPv4/v6, HTTP, HTTPS, FTP, UPnP, RTP, RTSP, 
RTCP, DHCP, ARP, Zeroconf

Security User account and password protection, IP filtering, HTTPS

ONVIF ONVIF Profile S

Memory Slot
SDHC Memory card (purchased separately), Save event / 
alarm

Max. user access Max. 10 users

SDK Support API, ONVIF Profile S Compliant

Client Software Web Browser, ONVIF Compatible 3rd Party VMS

GENERAL

Operating Temp. -30°C ~ +50°C

Operating Hum. 90% RH

Power
DC 12V±10%(LED OFF : Max. 200mA, LED ON : Max.
500mA), PoE (IEEE 802.3af compliant)

Protection grade IP67 / IK10

Material Dome : Polycarbonate / Housing : Aluminum die-casting

Dimension (mm)
99(Ø) Dome x 172.0(D) x 113(H) – Surface Type
99(Ø) Dome x 114.0(D) x 113(H) – Flush Type

Weight Approx. 850g

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 1/1.8" SONY Exmor Ultra Low light 2Megapixel Sensor

• Powerful Ultra WDR function

- Sony's DOL (Digital Overlap) WDR Technology 

Intensive Sensor Application

• 16 : 9 Full HD(1080p) & Realize a vivid natural image

• Min. Illumination

- Color 0.07Lux, B/W 0.0047Lux, 0Lux(IR LED ON)

• 3.6~11mm(3x) Motorized Auto focus Lens

• H.265 / H.264 /MJPEG Multi Codec & Triple Streaming

• Saving capacity and bandwidth through H.265

• Built-in Filter Change Day & Night Mechanism

• 35pcs Highlight power sensitivity IR LED

• ONVIF Profile & SDK support provides convenient 

heterogeneous interworking

• Local SDHC memory slot support, Corridor mode support

• Surface Mount Type(Included Flush Mount Adaptor)

• IP67, IK10

• DC 12V, PoE(IEEE802.3af) Support

2MP Network H.265 IR Dome Camera

MIPD-V2I

(unit : mm)
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MODEL MIPB-V3I

VIDEO

Sensor 1/2.8” SONY STARVIS 3MP Image Sensor

Effective Pixels 2065(H) x 1553(V), 3.21Megapixel

Scanning System Progressive Scan

Min. Illumination Color : 0.1Lux, B/W : 0.01Lux, 0Lux(IR LED ON)

S/N Ratio More than 50dB (AGC OFF)

LENS

Focal Length 4.0mm Megapixel Fixed

Lens Type Manual / Fixed(Nighttime IR filter operation)

Focus Control Manual

FUNCTION

Day & Night Auto / Day / Night

WDR OFF / BLC / HLC / WDR

DNR OFF / ON, 2D-NR & 3D-NR (Level Adjustment)

White Balance ATW, Indoor, Outdoor, Manual

Electric Shutter Auto, Manual(1/25~1/10000sec)

Motion Detector OFF / ON

Privacy Mask OFF / ON

DIS OFF / ON

IR LED / IR Distance 4pcs Highlight power sensitivity IR LED / Approx. 30M

Others Function Mirror, Flip, Defog, Sens-up, Contrast , Etc.

NETWORK

OS Embedded Linux

Ethernet RJ-45 (10/100 Base-T PoE)

Video Codec H.264 High Profile & MJPEG

Video Streaming
Triple stream with H.264/MJPEG, Adjustable frame rate, 
CBR/VBR in H.264

Resolution Max. 2048x1536(3MP)

Frame Rate
Triple Streaming, 1st stream: 30fps@2048x1536 , 
2nd stream: 30fps@640x480, 3rd stream: 30fps@640x480

Alarm IN/OUT N/A

Event Action Motion detection 12x12 block

Event Notification FTP, Upload via E-Mail, TCP

Protocol
HTTP, HTTPS, FTP, SMTP, UPnP, DNS, DDNS, NTP, RTSP, RTP, 
TCP, UDP, ICMP, DHCP

Security Password protection, user login / HTTPS encryption

ONVIF ONVIF Profile S

Memory Slot N/A

Max. user access Max. 8 users

SDK Support API, ONVIF Profile S Compliant

Client Software Web Browser, ONVIF Compatible 3rd Party VMS

GENERAL

Operating Temp. -10°C ~ +50°C

Operating Hum. 90% RH

Power DC12V/1.5A, Max. 5.5W, PoE : IEEE 802.3af compliant

Protection grade IP67

Material Aluminum die-casting

Dimension (mm) 76mm(Dia. Ø) x187mm

Weight Approx. 520g

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 1/2.8" SONY STARVIS 3Megapixel Image Sensor

• Max. 2065(H) x 1536(V)@30fps

• Ultra High Definition & Realize a vivid natural image

• H.264 /MJPEG Multi Codec & Triple Streaming

• Built-in Filter Change Day & Night Mechanism

• 4mm Megapixel Fixed Lens

• 4pcs Highlight power sensitivity IR LED

• ONVIF Profile & SDK support provides convenient 

heterogeneous interworking

• 3-axis Concealed Bracket structure can be adjusted freely

• IP67

• DC 12V, PoE(IEEE802.3af) Support

3MP Network IR Bullet Camera

MIPB-V3I

(unit : mm)

6www.monesnc.com

SPECIFICATION

N
E
T
W

O
R

K
C

O
A

X
IA

L
N

V
R

 /
 D

V
R



MODEL MIPB-V2I

VIDEO

Sensor 1/1.8” SONY 2MP Exmor Image Sensor

Effective Pixels 1920(H) x 1080(V), 2.17 Megapixel

Scanning System Progressive Scan

Min. Illumination Color : 0.07Lux, B/W : 0.0047Lux, 0Lux(IR LED ON)

S/N Ratio More than 52dB (AGC OFF)

LENS

Focal Length 3.6~11mm(3x) Motorized

Lens Type DC Auto iris / Auto(Nighttime IR filter operation)

Focus Control Auto / Manual

FUNCTION

Day & Night Auto / Day / Night / EXT

WDR OFF / ON(DOL True WDR) / 120dB

BLC OFF / BLC / HLC

DNR OFF / ON, 2D-NR & 3D-NR (Level Adjustment)

White Balance
ATW-Indoor/Outdoor, Shade, Clear sky, Fluorescent light, 
Light bulb, Flame, Manual

Electric Shutter Auto (1/60~1/135,000sec), Manual (1/10~1/10,000sec)

Motion Detector OFF / ON (4 zone settings)

Privacy Mask OFF / ON (8 zone settings)

DIS OFF / ON

IR LED / IR Distance 8pcs Highlight power sensitivity IR LED / Approx. 30M

Digital Zoom 16x

Corridor mode Support(90˚/270˚)

Others Function Mirror, Flip, Defog, LDS, Sens-up, Auto Exposure Mode, Etc

NETWORK

OS Embedded Linux

Ethernet RJ-45 (10/100 Base-T PoE)

Video Codec
H.265(Main Profile), H.264(High, Main, Base line profile), 
MJPEG

Video Streaming
Simultaneously H.265/H.264 and MJPEG (Triple Streaming)
Independent Frame Rate and Bandwidth Control, VBR/CBR 
Mode

Resolution
1920x1080(Full-HD), 1280x1024(SXGA), 1280x720(HD), 
704x480(4CIF/NT), 704x576(4CIF/PAL), 640x480(VGA), 
352x288(CIF), 320x240(QVGA)

Frame Rate Max. 1920x1080p@60fps

Alarm IN/OUT 1/1

Event Action
At boot, alarm input, trigger, network loss, operation, 
motion detection

Event Notification Alarm output, E-mail, FTP storage

Protocol
TCP/IP, UDP, IPv4/v6, HTTP, HTTPS, FTP, UPnP, RTP, RTSP, 
RTCP, DHCP, ARP, Zeroconf

Security User account and password protection, IP filtering, HTTPS

ONVIF ONVIF Profile S

Memory Slot
SDHC Memory card (purchased separately), Save event / 
alarm

Max. user access Max. 10 users

SDK Support API, ONVIF Profile S Compliant

Client Software Web Browser, ONVIF Compatible 3rd Party VMS

GENERAL

Operating Temp. -30°C ~ +50°C

Operating Hum. 90% RH

Power
DC 12V±10%(LED OFF : Max. 200mA, LED ON : Max.
500mA, FAN & HEATER ON : Max. 1.2A)
PoE (IEEE 802.3af compliant)

Protection grade IP67 / IK10

Material Aluminum die-casting

Dimension (mm) 104.0(W) x 292.0(D) x 97.5(H)

Weight Approx. 850g

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 1/1.8" SONY Exmor Ultra Low light 2Megapixel Sensor

• Powerful Ultra WDR function

- Sony's DOL (Digital Overlap) WDR Technology 

Intensive Sensor Application

• 16 : 9 Full HD(1080p) & Realize a vivid natural image

• Min. Illumination

- Color 0.07Lux, B/W 0.0047Lux, 0Lux(IR LED ON)

• 3.6~11mm(3x) Motorized Auto focus Lens

• H.265 / H.264 /MJPEG Multi Codec & Triple Streaming

• Saving capacity and bandwidth through H.265

• Built-in Filter Change Day & Night Mechanism

• 8pcs Highlight power sensitivity IR LED

• ONVIF Profile & SDK support provides convenient 

heterogeneous interworking

• Local SDHC memory slot support, Corridor mode support

• 3-axis Concealed Bracket structure can be adjusted freely

• IP67, IK10

• DC 12V, PoE(IEEE802.3af) Support

• Option

- Versatile Junction Box

- FAN & HEATER

2MP Network H.265 IR Bullet Camera

MIPB-V2I

(unit : mm)
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MODEL MX3HM-32F

VIDEO

Sensor 1/2.8” SONY STARVIS 2Megapixel Image Sensor

Effective Pixels 1984(H) x 11050(V), 2.19Megapixel

Scanning System Progressive Scan

Min. Illumination Color : 0.08Lux, B/W : 0.008Lux

S/N Ratio More than 50dB (AGC OFF)

LENS

Focal Length 4.3mm Megapixel Conical Pinhole Lens

Lens Type Manual

Focus Control Manual

FUNCTION

Day & Night Auto / Day / Night

WDR OFF / BLC / HLC / WDR

DNR OFF / ON, 2D-NR & 3D-NR

White Balance
Auto-Outdoor / Auto-Indoor / Push / Indoor /  Outdoor / 
Fluorescent / User

Electric Shutter Auto(1/30~1/30000sec), Suppress Rolling, Manual

Motion Detector OFF / ON

Privacy Mask OFF / ON

Others Function Mirror, Flip, LDS, Sens-up, Picture Adj. Etc.

NETWORK

OS Embedded Linux

Ethernet RJ-45 (10/100 Base-T PoE)

Video Codec H.264, MJPEG

Video Streaming Triple Stream (Stream1,2,3) 
RTP/RTSP, UnicastRTP, Multicast RTP

Resolution
1920x1080, 1280x1024, 1280x960, 1280x720, 1024x768, 
640x480, 320x240, 320x180

Frame Rate 5fps ~ 30fps @ all resolution

Video Quality H.264 : Bit rate Control, MJPEG : Quality Level Control

Protocol
TCP/IP,UDP/IP,RTP,RTSP,RTCP,NTP,HTTP,DHCP,FTP,SMTP,
DNS,DDNS

Security User account and password protection, IP filtering, HTTPS

ONVIF ONVIF Profile S

Memory Slot N/A

Max. user access Max. 10 users

SDK Support API, ONVIF Profile S Compliant

Client Software Web Browser, ONVIF Compatible 3rd Party VMS

Web browser OS Windows 7, 8, 10

GENERAL

Operating Temp. -0°C ~ +50°C

Operating Hum. 80% RH

Power
DC 12V±10% 최대 200mA, 
Option – Cable Type PoE (IEEE 802.3af compliant)

Material Aluminum die-cast

Dimension (mm) 46.0(W) x 36.0(D) x 46(H)

Weight Approx. 150g

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 1/2.8" SONY STARVIS 2Megapixel Image Sensor

• Real-time high-definition image transmission

• Ultra High Definition & Realize a vivid natural image

• Min. Illumination

- Color 0.08Lux, B/W 0.008Lux

• 4.3mm Megapixel Conical Pinhole Lens

• H.264 /MJPEG Multi Codec & Triple Streaming

• Ideal for unattended system devices

• ONVIF Profile & SDK support provides convenient 

heterogeneous interworking

• DC 12V, Support Cable POE(Option)

2MP Network Small cameras for 
unmanned devices

MX3HM-32F

(unit : mm)
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MODEL MLD-2MP-SO

VIDEO

Sensor 1/2.8" SONY Exmor 2Megapixel Image Sensor

Effective Pixels 1920(H)x1080(V), 2.14Megapixel

Min. Illumination Color : 0.35 Lux, B/W : 0.002Lux

S/N Ratio More than 50dB (AGC OFF)

Video Output
Full HD Max. 1080p@60fps

Analog BNC : CVBS 1.0 Vp-p

LENS

Focal Length F1.6~3.6, f=4.7~94.0mm

Zoom Ratio Optical 20x, Digital 12x

Focus Control Auto / Semi-Auto / Manual

Angle of View 59.5°(Wide)~3.3°(Tele)

PAN / TILT

Range Pan : 360°(Endless) / Tilt : -11° ~ 180° (Non Auto Flip)

Speed
Pan : Max. 420°/sec, Tilt : Max. 200°/sec
(Speed can be adjusted automatically according to zoom
magnification)

Preset 240 Presets

Scan 8 Auto scans

Tour 8 Tours

Pattern 4 Patterns (240sec)

Others Function Scheduler, Auto Flip, Auto Parking, 3D Position & etc.

FUNCTION

Day & Night Auto / Day / Night(ICR)

WDR OFF / BLC / HLC / WDR

AGC Auto / Manual

White Balance Auto / ATW / Manual

Electric Shutter 1/25 ~ 1/10000s

Privacy Mask
OFF / ON (8 zones setting), 4 polygon / picture erase or 8 
masking Block / Video erase / Mosaic setting

DNR 2D-NR & 3D-NR, OFF / ON(Level Adjustment)

Other Function Digital Defog, Sharpness, etc.

NETWORK

Ethernet Ethernet 10/100 Base-T (RJ-45)

Video Codec H.264/MJPEG, H.264 Encoding with Baseline/Main/High Profile

Resolution
1920x1080(Full-HD), 1280x1024(SXGA), 1280x720(HD), 
704x480(4CIF/NT), 704x576(4CIF/PAL), 640x480(VGA), 
352x288(CIF), 320x240(QVGA)

Frame Rate
Full-HD Capture Mode : Up to 60fps@1920x1080,
Dual 30fps@1920x1080

Audio In/Out 1/1

Audio Codec Two-way, G.711 ADPCM a-Law/u-Law

Alarm In / Out 4 / 1(NC/NO)

Event buffering FTP : Pre/Post Event Time: 0~30sec, FPS: 1~2 fps

Protocol
IPv4/IPv6/ HTTP/ HTTPS/ 802.1x/ FTP/ SMTP/ UPnP/ SNMP/ 
DNS/ DDNS/ NTP/ RTSP/ RTP/ TCP/ UDP/ IGMP/ ICMP/ DHCP/ 
PPPoE

ONVIF ONVIF Profile S

Memory Slot
SDHC Memory card (purchased separately), Save event / 
alarm

Max. user access Max. 10 users

Security
User authentication (ID and PW), host authentication (MAC 
address), IP address filtering

Web Browser IE7 or higher, Chrome 18 or higher, Firefox 5.0 or higher

GENERAL

Operating Temp. -30°C ~ +50°C

Operating Hum. 95%RH

Power
AC24V / 2A Max. 20W, PoE(PoE+) 802.3at (Option)
Built-in power line surge

Circuit protection TVS 6000V, Lightning/ Surge 4000V Protection

Protection grade IP66(Wall type, In-ceiling type), IK10

Fan / Heater
Fan : Always, Heater : Start operation at an internal 
temperature of 10°C (50°F)

Material Dome : Polycarbonate / Housing : Aluminum die-casting

Dimension (mm)
Dome : ø 166,  Wall Mount : 255(W) x 379.8(H)
In-Ceiling Mount : 274(W) x 210(H)

Weight Approx. 2.4 Kg (Wall Type), Approx. 1.8 Kg (In-Ceiling Type)

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 2Megapixel Full HD PTZ Dome Camera

• Max. 240x Zoom (Optical 20x / Digital 12x)

• H.265 / H.264 /MJPEG Multi Codec & Triple Streaming

• Saving capacity and bandwidth through H.265

• True WDR, True Filter Change Day & Night mechanism

optimum image quality in various illumination environments

• Enhanced low-light performance through DNR technology

• Pan : 360° Endless, Tilt : 180° rotation at once (Non Auto Flip)

• 240 Presets, 8 Scans & Tours, 4 Patterns Support

• Robust durability is ensured by applying 

Japanese-made drive motor and slip-ring for defense

• Stable circuit protection against power outage and overload

• Applying the Burn in OSD function

• Built-in Fan & Heater (Outdoor)

• IK10, IP67(Secured In-ceiling Type IP66)

• AC 24V / Optional PoE (PoE+) 802.3at

2MP Network 20x Optical Zoom PTZ Camera

MLD-2MP-SO

(unit : mm)
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MODEL MLD-2MPIR-S

VIDEO

Sensor 1/1.8" SONY Exmor 2Megapixel Image Sensor

Effective Pixels 1920(H)x1080(V)

Min. Illumination Color : 0.05 Lux(50IRE), B/W : 0.01Lux(50IRE), 0Lux(IR ON)

S/N Ratio More than 55dB (AGC OFF)

Video Output
Rotating type Max. 1080p@60fps

Fixed type Max. 1080p@60fps

LENS

Focal Length F1.6~3.5, f=4.3~129.0mm

Zoom Ratio Optical 30x, Digital 16x

Focus Control Auto / Semi-Auto / Manual

Angle of View 59.5°(Wide)~3.3°(Tele)

Fixed type lens
(Option)

F1.2 f=3.7mm 4 Megapixel fixed lens

PAN / TILT

Range Pan : 360°(Endless) / Tilt : -11° ~ 90° (Auto Flip)

Speed
Pan : Max. 180°/sec, Tilt : Max. 180°/sec
(Speed can be adjusted automatically according to zoom
magnification)

Preset 255 Presets

Scan 8 Auto scans

Tour 8 Tours

Pattern 4 Patterns

RS-485 Protocol PELCO-P, PELCO-D

Others Function Scheduler, Auto Flip, Auto Parking, 3D Position & etc.

FUNCTION

Day & Night Auto / Day / Night(ICR)

WDR OFF / BLC / HLC / WDR

AGC Auto / Manual

White Balance Auto / ATW / Manual

Electric Shutter 1/25 ~ 1/10000s

Privacy Mask
OFF / ON (8 zones setting), 4 polygon / picture erase or 8 
masking Block / Video erase / Mosaic setting

DNR 2D-NR & 3D-NR, OFF / ON(Level Adjustment)

Others Function Digital Defog, Sharpness, etc.

IR LED / 
IR Distance

More than 200M (Auto adjust according to zoom scale)

NETWORK

Ethernet Ethernet 10/100 Base-T (RJ-45)

Video Codec
H.265, H.264/MJPEG, 
H.264 Encoding with Baseline/Main/High Profile

Resolution
1920x1080(Full-HD), 1280x1024(SXGA), 1280x720(HD), 
704x480(4CIF/NT), 704x576(4CIF/PAL), 640x480(VGA), 
352x288(CIF), 320x240(QVGA), 176x144, 176x120

Frame Rate
Full-HD Capture Mode : Up to 60fps@1920x1080,
Dual 30fps@1920x1080

Audio In/Out 1/1

Audio Codec Two-way, G711A/G711U/ADPCM/AAC

Alarm In / Out 4 / 1(NC/NO)

Protocol
IPv4/IPv6/ HTTP/ HTTPS/ 802.1x/ FTP/ SMTP/ UPnP/ SNMP/ 
DNS/ DDNS/ NTP/ RTSP/ RTP/ TCP/ UDP/ IGMP/ ICMP/ DHCP/ 
PPPoE

ONVIF ONVIF Profile S

Memory Slot
Micro SD/SDHC/SDXC Card Slot(purchased separately), 
Max. 512GB Support, Save event / alarm

Max. user access Max. 10 users

Security
User authentication (ID and PW), host authentication (MAC 
address), IP address filtering

Web Browser IE7 or higher, Chrome 18 or higher, Firefox 5.0 or higher

GENERAL

Operating Temp. -30°C ~ +50°C

Operating Hum. 95%RH

Power
AC24V / 3A Max. 45W, PoE(PoE+) 802.3at (Option)
Built-in power line surge

Circuit protection TVS 6000V, Lightning / Surge 4000V Protection

Protection grade IP67, IK10

Fan / Heater
Fan : Always, Heater : Start operation at an internal 
temperature of 10°C (50°F)

Material Dome : Polycarbonate / Housing : Aluminum die-casting

Dimension (mm) 230 x 360 x 230

Weight Approx. 5.1Kg

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 2Megapixel Full HD IR-LED PTZ Dome Camera

• Four 2-megapixel fixed cameras ensure full 360° coverage

without blind spots (option)

• Max. 480x Zoom (Optical 30x / Digital 16x)

• H.265 / H.264 /MJPEG Multi Codec & Triple Streaming

• Saving capacity and bandwidth through H.265

• Pan : 360° Endless, Tilt : -10~190° (Auto Flip)

• 255 Presets, 8 Scan & Tours, 4 Patterns Support

• Robust durability is ensured by applying 

Japanese-made drive motor and slip-ring for defense

• Stable circuit protection against power outage and overload

• Applying the Burn in OSD function

• Built-in Fan & Heater, Built-in Wiper

• IK10, IP67

• AC 24V / Optional PoE (PoE+) 802.3at

2MP Network 30x Optical Zoom IR PTZ Camera

MLD-2MPIR-S

(unit : mm)
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MODEL MS-CS

VIDEO

Sensor 1/2” SONY 2MP WDR(DOL) Image Sensor

Effective Pixels 1920(H) x 1080(V), 2.17 Megapixel

Scanning System Progressive Scan

Min. Illumination Color : 0.07Lux, B/W : 0.0047Lux

S/N Ratio More than 52dB (AGC OFF)

Video Output

HD-SDI 1080p@30_25fps, 720p@60_50fps

EX-SDI 1080p@60_50fps, 1080p@30_25fps

Analog CVBS (NTSC/PAL Selectable)

LENS

Focal Length N/A (Purchase separately)

Aperture /
Filter method

DC Auto iris / Auto(Nighttime IR filter operation)

FUNCTION

Day & Night AUTO / COLOR / BW / EXT

AGC OFF / ON

WDR OFF / ON(DOL True WDR, 30fps)

BLC OFF / BLC / HLC

DNR OFF / ON, 2D-NR & 3D-NR (Level Adjustment)

White Balance AUTO / AUTO ext / PUSH / MANUAL 

Electric Shutter 1/25s~1/100,000s

Color temperature 1800 ~ 10500K

Motion Detector OFF / ON (Adjustable size and position)

Privacy Mask OFF / ON (Adjustable size and position)

DIS OFF / ON

Digital Zoom 16x

Sens-up OFF / ON (Level Adjustment)

OSD Language Multi language Support

Others Function Mirror, Flip, Defog, LDS, Sens-up, Edge Enhancement, Etc.

GENERAL

Operating Temp. -20°C ~ +50°C

Operating Hum. 90% RH

Power DC 12V±10% 200mA

Material Aluminum die-casting

Dimension (mm) 61.0(W) x 106.0(D) x 55.0(H)

Weight Approx. 400g

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 1/2" SONY Exmor Ultra Low light 2Megapixel Sensor

• Powerful Ultra WDR function

- Sony's DOL (Digital Overlap) WDR Technology Intensive

Sensor Application

- High sensitivity twice as high as conventional IMX185LQR

• 16 : 9 Full HD(1080p) & Realize a vivid natural image

• Min. Illumination

- Color 0.07Lux, B/W 0.0047Lux

• Built-in Filter Change Day & Night Mechanism

• HD-SDI, EX-SDI, and analog (CVBS) video output

• Input power self-diagnosis function

• 3D DNR, HLC, Motion Detector, Privacy Mask

• Support RS-485 communication

• DC 12V

2MP Ultra Low light HD-SDI Box Camera

MS-CS

(unit : mm)
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MODEL MSD-I2I

VIDEO

Sensor 1/2.8” SONY 2MP STARVIS Image Sensor

Effective Pixels 1920(H) x 1080(V), 2.17 Megapixel

Scanning System Progressive Scan

Min. Illumination Color : 0.03Lux, B/W : 0.0Lux (IR LED ON)

S/N Ratio More than 52dB (AGC OFF)

Video Output

HD-SDI / CVI 1080p@30_25fps, 720p@60_50fps

EX-SDI 1080p@60_50fps, 1080p@30_25fps

Analog(CVBS) 960H (NTSC/PAL Selectable)

LENS

Focal Length
MSD-I2IF : 3.6mm Fixed Lens
MSD-I2IV : 2.8~12.0mm(4.3x) Motorized Lens

Aperture /
Filter method

MSD-I2IF : Fixed  / Auto(Nighttime IR filter operation)
MSD-I2IV : DC Auto iris / Auto(Nighttime IR filter operation)

Focus Control MSD-I2IF : Manual, MSD-I2IV : Auto / Manual

FUNCTION

Day & Night AUTO / COLOR / BW / EXT

AGC OFF / ON

WDR
Off / ON (30fps/25fps, Real Full frame, Level Setting)
* Not support Analog mode

D-WDR OFF / BLC / HLC / D-WDR

DNR OFF / ON, 2D-NR & 3D-NR (Level Adjustment)

White Balance AUTO / AUTO ext / PUSH / MANUAL 

Electric Shutter AUTO / MANUAL (1/30(1/25) ~ 1/30,000sec) / FLICKER

Color temperature 1800 ~ 10500K

Motion Detector OFF / ON (Adjustable size and position)

Privacy Mask OFF / ON (Adjustable size and position)

DIS OFF / ON

Digital Zoom OFF / ON (Level Adjustment)

Sens-up OFF / ON (Level Adjustment)

IR LED / 
IR Distance

24pcs Highlight power sensitivity IR LED / Approx. 30M

OSD Language Multi language Support

Others Function Mirror, Flip, Defog, LDS, Sens-up, Edge Enhancement, Etc.

GENERAL

Operating Temp. -20°C ~ +50°C

Operating Hum. 90% RH

Power DC 12V±10% 200mA, Max. 400mA(IR LED ON)

Material Dome : Clear Bubble Dome / Housing : Reinforced plastic

Dimension (mm) 112.0mm(Dia. Ø) x 87mm (H)

Weight Approx. 350g

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 1/2.8" SONY STARVIS High sensitivity 2Megapixel Sensor

• Double shutter Wide Dynamic Range (WDR, 30fps)

• 16 : 9 Full HD(1080p) & Realize a vivid natural image

• Min. Illumination

- Color 0.03Lux, B/W 0.0Lux(IR LED ON)

• Built-in Filter Change Day & Night Mechanism

• Multiple image output mode

- HD-SDI, EX-SDI, HD-CVI, Analog(CVBS) video output

• 3D DNR, HLC, Motion Detector, Privacy Mask

• Input power self-diagnosis function

• 3-axis gimbals Bracket structure can be adjusted freely

• Easy installation structure

• DC 12V

• Select Lens Specification

2MP STARVIS Low light HD-SDI Indoor Dome Camera

MSD-I2I

(unit : mm)
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MODEL MSV-I2IV

VIDEO

Sensor 1/2.8” SONY 2MP STARVIS Image Sensor

Effective Pixels 1920(H) x 1080(V), 2.17 Megapixel

Scanning System Progressive Scan

Min. Illumination Color : 0.03Lux, B/W : 0.0Lux (IR LED ON)

S/N Ratio More than 52dB (AGC OFF)

Video Output

HD-SDI / CVI 1080p@30_25fps, 720p@60_50fps

EX-SDI 1080p@60_50fps, 1080p@30_25fps

Analog(CVBS) 960H (NTSC/PAL Selectable)

LENS

Focal Length 2.8~12.0mm(4.3x) Motorized Lens

Aperture /
Filter method

DC Auto iris / Auto(Nighttime IR filter operation)

Focus Control Auto / Manual

FUNCTION

Day & Night AUTO / COLOR / BW / EXT

AGC OFF / ON

WDR
Off / ON (30fps/25fps, Real Full frame, Level Setting)
* Not support Analog mode

D-WDR OFF / BLC / HLC / D-WDR

DNR OFF / ON, 2D-NR & 3D-NR (Level Adjustment)

White Balance AUTO / AUTO ext / PUSH / MANUAL 

Electric Shutter AUTO / MANUAL (1/30(1/25) ~ 1/30,000sec) / FLICKER

Color temperature 1800 ~ 10500K

Motion Detector OFF / ON (Adjustable size and position)

Privacy Mask OFF / ON (Adjustable size and position)

DIS OFF / ON

Digital Zoom OFF / ON (Level Adjustment)

Sens-up OFF / ON (Level Adjustment)

IR LED / 
IR Distance

24pcs Highlight power sensitivity IR LED / Approx. 30M

OSD Language Multi language Support

Other Function Mirror, Flip, Defog, LDS, Sens-up, Edge Enhancement, Etc.

GENERAL

Operating Temp. -20°C ~ +50°C

Operating Hum. 90% RH

Power DC 12V±10% 200mA, Max. 400mA(IR-LED ON)

Material Dome : Polycarbonate / Housing : Aluminum die-casting

Protection grade IP66

Dimension (mm) 145.0mm(Dia. Ø) x 106mm (H)

Weight Approx. 1.2Kg

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 1/2.8" SONY STARVIS High sensitivity 2Megapixel Sensor

• Double shutter Wide Dynamic Range (WDR, 30fps)

• 16 : 9 Full HD(1080p) & Realize a vivid natural image

• Min. Illumination

• - Color 0.03Lux, B/W 0.0Lux(IR LED ON)

• Built-in Filter Change Day & Night Mechanism

• Multiple image output mode

• - HD-SDI, EX-SDI, HD-CVI, Analog(CVBS) video output

• 3D DNR, HLC, Motion Detector, Privacy Mask

• Input power self-diagnosis function

• 3-axis gimbals Bracket structure can be adjusted freely

• Application of waterproof function (IP66) and damage 

prevention case

• Easy installation structure

• DC 12V

2MP STARVIS Low light HD-SDI Dome Camera

MSV-I2IV

(unit : mm)
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MODEL MSB-V2I

VIDEO

Sensor 1/2.8” SONY 2MP STARVIS Image Sensor

Effective Pixels 1920(H) x 1080(V), 2.17 Megapixel

Scanning System Progressive Scan

Min. Illumination Color : 0.03Lux, B/W : 0.0Lux (IR LED ON)

S/N Ratio More than 52dB (AGC OFF)

Video Output

HD-SDI / CVI 1080p@30_25fps, 720p@60_50fps

EX-SDI 1080p@60_50fps, 1080p@30_25fps

Analog(CVBS) 960H (NTSC/PAL Selectable)

LENS

Focal Length 2.8~12.0mm(4.3x) Motorized Lens

Aperture /
Filter method

DC Auto iris / Auto(Nighttime IR filter operation)

Focus Control Auto / Manual

FUNCTION

Day & Night AUTO / COLOR / BW / EXT

AGC OFF / ON

WDR
Off / ON (30fps/25fps, Real Full frame, Level Setting)
* Not support Analog mode

D-WDR OFF / BLC / HLC / D-WDR

DNR OFF / ON, 2D-NR & 3D-NR (Level Adjustment)

White Balance AUTO / AUTO ext / PUSH / MANUAL 

Electric Shutter AUTO / MANUAL (1/30(1/25) ~ 1/30,000sec) / FLICKER

Color temperature 1800 ~ 10500K

Motion Detector OFF / ON (Adjustable size and position)

Privacy Mask OFF / ON (Adjustable size and position)

DIS OFF / ON

Digital Zoom OFF / ON (Level Adjustment)

Sens-up OFF / ON (Level Adjustment)

IR LED / 
IR Distance

40pcs Highlight power sensitivity IR LED / Approx. 40M

OSD Language Multi language Support

Others Function Mirror, Flip, Defog, LDS, Sens-up, Edge Enhancement, Etc.

GENERAL

Operating Temp. -20°C ~ +50°C

Operating Hum. 90% RH

Power DC 12V±10% 200mA, Max. 400mA(IR LED ON)

Protection grade IP67

Material Housing : Aluminum die-casting

Dimension (mm) 72.34mm(W) x 72.34mm(H) x 276.0(L)

Weight Approx. 1.3Kg

* Specification and design are subject to change without notice.

주요 특징

DIMENSION

• 1/2.8" SONY STARVIS High sensitivity 2Megapixel Sensor

• Double shutter Wide Dynamic Range (WDR, 30fps)

• 16 : 9 Full HD(1080p) & Realize a vivid natural image

• Min. Illumination

- Color 0.03Lux, B/W 0.0Lux(IR LED ON)

• Built-in Filter Change Day & Night Mechanism

• Multiple image output mode

- HD-SDI, EX-SDI, HD-CVI, Analog(CVBS) video output

• 3D DNR, HLC, Motion Detector, Privacy Mask

• Input power self-diagnosis function

• 3-axis Concealed Bracket structure can be adjusted freely

• Integrated structure of bracket and junction box

(cost saving effect)

• Waterproof Housing (IP67)

• DC 12V

2MP STARVIS Low light HD-SDI IR Bullet Camera

MSB-V2I

(unit : mm)
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* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• Ultra low light HD-SDI inclined housing camera

for road surveillance

• Powerful Ultra WDR function(30fps/120dB)

- Sony's DOL (Digital Overlap) WDR Technology Intensive

Sensor Application

• Motorized Auto Focus according to zoom scale

• 16 : 9 Full HD(1080p) & Realize a vivid natural image

• Ultra low light 

- Color 0.07Lux, B/W 0.0047Lux performance

- High sensitivity twice as high as conventional IMX185LQR

• Input power self-diagnosis function

• Remote camera OSD setting function

• Multiple image output (HD-SDI, EX-SDI, HD-CVI, Analog(CVBS)

• Worm gear and belt two-speed drive system

• Out-of-phase detection and correction

• Two slip ring mounts (pan / tilt)

• Wind speed standard (Normal 40m/s, Max. 60m/s)

• Weather-proof Housing(IP66) 

• Optional - Fine dust sensor

2MP Ultra Low light HD-SDI Positioning Camera

MSP-5000F

(unit : mm)
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SPECIFICATION

MODEL MSP-5000F

VIDEO

Sensor 1/2” SONY 2MP WDR(DOL) Image Sensor

Effective Pixels 1920(H) x 1080(V), Full HD

Min. Illumination Color : 0.07Lux, B/W : 0.0047Lux (Sens up OFF)

S/N Ratio More than 52dB (AGC OFF)

Day & Night AUTO / COLOR / BW / EXT

WDR OFF / ON(DOL True WDR, 30fps)

D-WDR OFF / BLC / HLC

AGC Auto / Manual

White Balance AUTO / AUTO ext / PUSH / MANUAL

DNR OFF / ON, 2D-NR & 3D-NR (Level Adjustment)

Electric Shutter 1/25s~1/100,000s

Motion Detector OFF / ON (Adjustable size and position)

Privacy Mask OFF / ON (Adjustable size and position)

OSD Language Multi language Support

Others Function Self-diagnosis, Digital zoom, Sens-up, Defog, Etc.

Video output

HD-SDI 1080p@30_25fps, 720p@60_50fps

EX-SDI 1080p@60_50fps, 1080p@30_25fps

Analog CVBS (NTSC/PAL Selectable)

LENS

Focal Length 10 ~ 250mm, Optical 25x power zoom DC Iris lens

Max. Aperture ratio F=1:1.6

Focus control Auto / Manual

PAN / TILT

Pan Angle / Speed 0°~360°(Endless), 0.036°/sec ~ 120°/sec

Tilt Angle / Speed -90°~ 40°, 0.012°/sec ~ 40°/sec

Pan / Tilt Accuracy Pan : 0.036°, Tilt : 0.012°

Preset Accuracy Max. 0.1°

Preset Max. 319 points

Escape
Built-in escape detection and correction function due to 
external shock

Group / Pattern 6 / 4

Alarm In / Out 4 / 2

Driver configuration Worm gear belt in two steps

Loading weight Max. 30kg (When operating at maximum speed 20kg)

Connector BNC connector & Waterproof MS connector

HOUSING

Internal size (mm) (W)140 x (L)520 x (H)132

Built-in functions Built-in heat sink for fan, heater, front view

RS485 Protocol Automatic, Pelco-D/P, Samsung-T/E, Etc.

ENVIRONMENT

Operating Temp. /
Hum.

-40°C ~ 55°C / Max. 90%RH

Protection grade IP66, All weather type (rain, moisture, dustproof)

Wind speed 
standard

40m/s : Manual / preset, 
60m/s: Maximum wind speed (fixed)

Power DC 36V ±10%, 100W (Heater Off), Max 170W (Heater On)

EXTERNALITY

Color Ivory

Material NCT + Aluminum die-casting

Dimension (mm) (W)210 x (L)650 x (H)509

Weight 17kg (Vacant Type standard)
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MODEL MSD-A2I

VIDEO

Sensor 1/2.8” SONY 2Megapixel Exmor Progressive Scan CMOS

Effective Pixels 1920(H) x 1080(V)

Scanning System Progressive Scan

Min. Illumination Color : 1.0Lux , 0.002Lux, B/W : 0Lux (IR LED ON)

S/N Ratio More than 50dB (AGC OFF)

Video Output
AHD 1080p@30_25fps

Analog(CVBS) 960H (NTSC/PAL Selectable)

LENS

Focal Length
MSD-A2IF : 3.6mm Fixed Lens
MSD-A2IV : 2.8~12.0mm(4.3x) Varifocal Lens

Aperture /
Filter method

MSD-A2IF : Fixed  / Auto(Nighttime IR filter operation)
MSD-A2IV : DC Auto iris / Auto(Nighttime IR filter operation)

Focus Control MSD-A2IF : Manual, MSD-A2IV : Auto / Manual

FUNCTION

On Screen Display Multi Language

Day & Night AUTO / COLOR / B&W / EXT

AGC OFF / ON (Level Setting)

D-WDR OFF / ON (Level Setting)

BLC OFF / BLC / HSBLC

Mirror OFF / H / V / H&V / ROTATE

DNR 2D+3D, OFF/LOW/MIDDLE/HIGH

White Balance ATW / AWC / INDOOR / OUTDOOR / MANUAL / AWB

Electric Shutter AUTO / MANUAL (1/60(1/50) ~ 1/50,000sec)

Motion Detection OFF / ON (Area Setting)

Privacy Mask OFF / ON (4 Area)

SENS-UP OFF / ON (Level Setting)

Sharpness OFF / ON (Level Setting)

IR LED / 
IR Distance

24pcs Highlight power sensitivity IR LED / Approx. 30M

Other Function MONITOR, SMART IR, CAMERA TITLE, D-EFFECT, ETC.

GENERAL

Operating Temp. -20°C ~ +50°C

Operating Hum. 90% RH

Power DC 12V±10% 200mA, Max. 400mA(IR LED ON)

Material Dome : Clear Bubble Dome / Housing : Reinforced plastic

Dimension (mm) 80(Φ) Dome, 112mm(D) X 87mm(H)

Weight Approx. 350g

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 1/2.8" Sony 2MP "Exmor" CMOS Sensor

• 16:9 Full HD 1080P (1920x1080) at 30fps/25fps

• Multiple Video Output Support (AHD2.0, CVBS(Analog))

• Enhance Local Real-time Surveillance Image Quality

• High sensitivity and High Color Reproduction

• Built-in Filter Change Day & Night Mechanism

• 3D DNR, HLC, Motion Detector, Privacy Mask

• 3-axis gimbals Bracket structure can be adjusted freely

• Easy installation structure

• DC 12V

• Select Lens Specification

2MP AHD Indoor Dome Camera

MSD-A2I

(unit : mm)
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MODEL MSV-A2IV

VIDEO

Sensor 1/2.8” SONY 2Megapixel Exmor Progressive Scan CMOS

Effective Pixels 1920(H) x 1080(V)

Scanning System Progressive Scan

Min. Illumination Color : 1.0Lux , 0.002Lux, B/W : 0Lux (IR LED ON)

S/N Ratio More than 50dB (AGC OFF)

Video Output
AHD 1080p@30_25fps

Analog(CVBS) 960H (NTSC/PAL Selectable)

LENS

Focal Length 2.8~12.0mm(4.3x) Varifocal Lens

Aperture /
Filter method

DC Auto iris / Auto(Nighttime IR filter operation)

Focus Control Auto / Manual

FUNCTION

On Screen Display Multi Language

Day & Night AUTO / COLOR / B&W / EXT

AGC OFF / ON (Level Setting)

D-WDR OFF / ON (Level Setting)

BLC OFF / BLC / HSBLC

Mirror OFF / H / V / H&V / ROTATE

DNR 2D+3D, OFF/LOW/MIDDLE/HIGH

White Balance ATW / AWC / INDOOR / OUTDOOR / MANUAL / AWB

Electric Shutter AUTO / MANUAL (1/60(1/50) ~ 1/50,000sec)

Motion Detection OFF / ON (Area Setting)

Privacy Mask OFF / ON (4 Area)

SENS-UP OFF / ON (Level Setting)

Sharpness OFF / ON (Level Setting)

IR LED / 
IR Distance

36pcs Highlight power sensitivity IR LED / Approx. 40M

Other Function MONITOR, SMART IR, CAMERA TITLE, D-EFFECT, ETC.

GENERAL

Operating Temp. -20°C ~ +50°C

Operating Hum. 90% RH

Power DC 12V±10% 200mA, Max. 400mA(IR-LED ON)

Material Dome : Polycarbonate / Housing : Aluminum die-casting

Protection grade IP66

Dimension (mm) 145.0mm(Dia. Ø) x 106mm (H)

Weight Approx. 1.2Kg

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 1/2.8" Sony 2MP "Exmor" CMOS Sensor

• 16:9 Full HD 1080P (1920x1080) at 30fps/25fps

• Multiple Video Output Support (AHD2.0, CVBS(Analog))

• Enhance Local Real-time Surveillance Image Quality

• High sensitivity and High Color Reproduction

• Built-in Filter Change Day & Night Mechanism

• 3D DNR, HLC, Motion Detector, Privacy Mask

• 3-axis Concealed Bracket structure can be adjusted freely

• Application of waterproof function (IP66) and damage 

prevention case

• Easy installation structure 

• DC 12V

2MP AHD Dome Camera

MSV-A2IV

(unit : mm)
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MODEL MSB-A2I

VIDEO

Sensor 1/2.8” SONY 2Megapixel Exmor Progressive Scan CMOS

Effective Pixels 1920(H) x 1080(V)

Scanning System Progressive Scan

Min. Illumination Color : 1.0Lux , 0.002Lux, B/W : 0Lux (IR LED ON)

S/N Ratio More than 50dB (AGC OFF)

Video Output
AHD 1080p@30_25fps

Analog(CVBS) 960H (NTSC/PAL Selectable)

LENS

Focal Length 2.8~12.0mm(4.3x) Varifocal Lens

Aperture /
Filter method

DC Auto iris / Auto(Nighttime IR filter operation)

Focus Control Auto / Manual

FUNCTION

On Screen Display Multi Language

Day & Night AUTO / COLOR / B&W / EXT

AGC OFF / ON (Level Setting)

D-WDR OFF / ON (Level Setting)

BLC OFF / BLC / HSBLC

Mirror OFF / H / V / H&V / ROTATE

DNR 2D+3D, OFF/LOW/MIDDLE/HIGH

White Balance ATW / AWC / INDOOR / OUTDOOR / MANUAL / AWB

Electric Shutter AUTO / MANUAL (1/60(1/50) ~ 1/50,000sec)

Motion Detection OFF / ON (Area Setting)

Privacy Mask OFF / ON (4 Area)

SENS-UP OFF / ON (Level Setting)

Sharpness OFF / ON (Level Setting)

IR LED / 
IR Distance

42pcs Highlight power sensitivity IR LED / Approx. 45M

Other Function MONITOR, SMART IR, CAMERA TITLE, D-EFFECT, ETC.

On Screen Display Multi Language

GENERAL

Operating Temp. -20°C ~ +50°C

Operating Hum. 90% RH

Power DC 12V±10% 200mA, Max. 600mA(IR LED ON)

Protection grade IP66

Material Housing : Aluminum die-casting

Dimension (mm) 85mm(W) X 217.3mm(L) X 118.5mm(H)

Weight Approx. 850g

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 1/2.8" SONY STARVIS High sensitivity 2Megapixel Sensor

• Double shutter Wide Dynamic Range (WDR, 30fps)

• 16 : 9 Full HD(1080p) & Realize a vivid natural image

• Min. Illumination

- Color 0.03Lux, B/W 0.0Lux(IR LED ON)

• Built-in Filter Change Day & Night Mechanism

• Multiple image output mode

- HD-SDI, EX-SDI, HD-CVI, Analog(CVBS) video output

• 3D DNR, HLC, Motion Detector, Privacy Mask

• Input power self-diagnosis function

• 3-axis Concealed Bracket structure can be adjusted freely

• Integrated structure of bracket and junction box

(cost saving effect)

• Waterproof Housing (IP66)

• DC 12V

2MP AHD IR Bullet Camera

MSB-A2I

(unit : mm)
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NVR

DVR

ACCESSARIES

• NVRs

• DVRs

• Accessories

CONTENTS



MODEL MMX7-1600 MMX7-0800 MMX7-0400

DISPLAY

Camera

Channel 16CH 8CH 4CH

IP Camera ONVIF

PoE Port N/A

Display
Speed Max. 30fps/CH

Resolution Max. 4K Ultra HD

FUNCTION

Operation System Embedded Linux

REC.

Compression H.265, H.264 H.264

Speed Max. 30fps/CH

Resolution Max. 4K Ultra HD

Mode Motion, Local Sensor

Bit Rate Max. 8Mbps/CH, Adjustable

Playback

Search
Go to first rec. time, Go to last rec. time, 
Go to last search time, Calendar, Log viewer, 
Smart search, Multi-time & day search, Event search

Speed x1 ~ x32, x300

Mode Event only playback, Backward, Pause, Frame by frame

Network

Interface RJ45(10/100/1G) x2

Compression H.265, H.264

Speed Max. 2Megapixel 15fps/CH

Resolution Max. 2Megapixel(1920 x 1080P)

Mode Bandwidth Control

Back-up

Interface USB2.0, Network

HDD 2 HDD, 1 eSATA 2 HDD or 1 HDD + 1 eSATA

DVD N/A

Format RMS, AVI

PTZ / Keyboard 2 x RS-485 – Terminal Block

POS/ATM RS-232C – Terminal Block, Ethernet POS

Software
CMS, RMS, Mac Viewer, MMS,
APP(Android/iPhone/iPad)

INTERFACE

Video
Output

VGA 1 VGA (Full HD, SXGA, XGA)

HDMI 1 HDMI (4K, Full HD, SXGA, XGA)

Composite 1 Composite (720x480)

Spot 1 BNC(TVI)

Audio

Compression G.711u

Bit Rate Depends on IP Camera

Input 16CH 8CH 4CH

Output 1 HDMI

Alarm

Input / Output 4/1 – NC/NO

Pre/Post Alarm 5sec ~ 5min

Action
E-mail, CH Popup, Buzzer, Relay, PTZ Preset,
Remote VMS, Front LED

GENERAL

Power
NVR Input 12V / 5A – Level 6 , 60W

PoE Input N/A

Operating Temp./Hum. 5°C ~ +40°C / Under 80% RH 

Dimension(mm) 340(W) x 59(H) x 300(D)

Weight(kg) Approx. 3Kg (exclude HDD)

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 4K Ultra HD Recording NVR

• H.265, H.264 Video codec

• Various Storage : 2 SATA HDD, 1 eSATA

• Network function for easy installation : DDNS, DHCP, UPNP

• Alarm, ATM, POS

• Two-way Audio

• End of Line Register Sensor / Camera Tamper Sensor

• Alarm in case of FAN failure

• User-friendly design (interactive front panel) and GUI

• Bundled Software : CMS, RMS, Mac Viewer, Web Client

• Smartphone Viewer Application(Android/iPhone/iPad)

4K Network Standalone Type NVR

MMX7 SERIES NVR

(unit : mm)
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• Specification and design are subject to change without notice.

FEATURES

DIMENSION

• 4K Ultra HD Recording NVR

• H.265, H.264 Video codec

• Various Storage : 6 SATA HDD, 4 e-SATA

• Network Function : DDNS, DHCP, UPNP

• Alarm, ATM, POS

• End of Line Register Sensor / Camera Tamper Sensor

• EOL Register Sensor 

• Jog Shuttle

• Dual RS-485 Port, Dual LAN Port

• User-friendly Design(Interactive Front Panel) and GUI

• Bundled Software : CMS, RMS, Mac Viewer, Web Client

• Smartphone Viewer Application(Android/iPhone/iPad)

4K Network Standalone Type NVR

MDX7 SERIES NVR

(unit : mm)
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SPECIFICATION

4K UHD
U L T R A  H D

MODEL MDX7-3200 MDX7-1600

DISPLAY

Camera

Channel 32CH 16CH

IP Camera ONVIF

PoE Port N/A

Display
Speed Max. 30fps/CH

Resolution Max. 4K Ultra HD

FUNCTION

Operation System Embedded Linux

REC.

Compression H.265, H.264

Speed Max. 30fps/CH

Resolution Max. 4K Ultra HD

Mode Motion, Local Sensor

Bit Rate Max. 8Mbps/CH, Adjustable

Playback

Search
Go to first rec. time, Go to last rec. time, 
Go to last search time, Calendar, Log viewer, 
Smart search, Multi-time & day search, Event search

Speed x1 ~ x32, x300

Mode Event only playback, Backward, Pause, Frame by frame

Network

Interface 2 X RJ45(10/100/1G)

Compression H.265, H.264

Speed Max. 2Megapixel 15fps/CH

Resolution Max. 2Megapixel(1920 x 1080P)

Mode Bandwidth Control

Back-up

Interface USB, Network

Internal HDD 6 HDD Bay

External HDD 4 X eSATA

DVD 1 x DVD(Option)

Format RMS, AVI

PTZ / Keyboard 2 x RS-485 – Terminal Block

POS/ATM RS-232C – Terminal Block, Ethernet POS

Software
CMS, RMS, Mac Viewer, MMS,
APP(Android/iPhone/iPad)

INTERFACE

Video
Output

VGA 1 Full HD, SXGA, XGA

HDMI 1 HDMI (4K, Full HD, SXGA, XGA)

Composite 1 Composite (720x480)

Spot 1 BNC(TVI)

Audio

Compression G.711u

Bit Rate Depends on IP Camera

Input Depends on IP Camera

Output 1 HDMI

Alarm

Input / Output 4/1 – NC/NO

Pre/Post Alarm 5sec ~ 5min

Action
E-mail, CH Popup, Buzzer, Relay, PTZ Preset,
Remote VMS, Front LED

GENERAL

Power
NVR AC90~240V 50/60Hz, 80W

PoE Input N/A

Operating Temp./Hum. 5°C ~ +40°C / Under 80% RH 

Dimension(mm) 440(W) x 88(H) x 430(D)

Weight(kg) Approx. 8Kg (exclude HDD)
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• Specification and design are subject to change without notice.

FEATURES

DIMENSION

• All video output method can be saved in one DVR

- Supports IP, EX-SDI, HD-SDI, TVI, CVI, AHD, Analog video

• 2 Megapixel Full HD support

• Recognizes and records video input method automatically

• Various Data Storage : 2 HDD, 1 HDD + 1 eSATA

• EOL Register Sensor / Camera Tamper Sensor

• Network Function : DDNS, DHCP, UPNP

• Two-way Audio, Alarm, ATM, POS

• User-friendly design (interactive front panel) and GUI

• Bundled Software : VMS, RMS, Mac Viewer, Web Client

• Smartphone Viewer Application(Android/iPhone/iPad)

• Easy to set up DDNS by QR Code 

ALL-IN-ONE Standalone Type DVR

MMX3 SERIES DVR

(unit : mm)
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MODEL MMX3-16V2 MMX3-08V2 MMX3-04V2

DISPLAY

Camera

Channel 16 CH 8 CH 4 CH

IP Camera ONVIF

Coaxial 16 BNC 8 BNC 4BNC

Display

Speed Max. 30fps/CH

Resolution

IP : Max. 4MP
EX-SDI/HD-SDI/TVI : 720p, 1080p, 3MP, 4MP, 5MP, 4K
AHD : 720p,1080p, 3MP
CVI : 720p, 1080p
Analog : 960H

FUNCTION

Operation System Embedded Linux

REC.

Compression H.264

Speed Max. 30fps/CH

Resolution

IP : Max. 4MP
EX-SDI/HD-SDI/TVI : 720p, 1080p, 3MP, 4MP, 5MP, 4K
AHD : 720p,1080p, 3MP
CVI : 720p, 1080p
Analog : 960H

Mode Motion, Local Sensor

Quality 5 Level

Playback

Search
Go to first rec. time, Go to last rec. time, 
Go to last search time, Calendar, Log viewer, 
Smart search, Multi-time & day search, Event search

Speed x1 ~ x32, x300

Mode Event only playback, Backward, Pause, Frame by frame

Networ
k

Interface 2 x Ethernet 10/100/1G (RJ45)

Compression H.264

Speed Max. 1080p 15fps/CH

Resolution Max. 1080p (1920 x 1080P)

Mode Bandwidth Control

Back-up

Interface USB2.0, Network

Format RMS, AVI

Internal HDD 2 HDD or 1 HDD, 1 x eSATA

External HDD 1 x eSATA port

H/W RAID N/A

DVD N/A

PTZ / Keyboard 2 x RS-485 – Terminal Block

POS/ATM RS-232C – Terminal Block, Ethernet POS

Software CMS, RMS, Mac Viewer, MMS APP(Android/iPhone/iPad)

INTERFACE

Video
Output

VGA 1 VGA (Full HD, SXGA, XGA)

HDMI 1 HDMI (4K, Full HD, SXGA, XGA)

Composite 1 Composite (720x480)

Spot 1 BNC(TVI)

Audio

Compression G.711u

Input 16RCA 8RCA 4RCA

Output 1 HDMI

Alarm

Input / Output 4/1 – NC/NO

Pre/Post Alarm 5sec ~ 5min

Action
E-mail, CH Popup, Buzzer, Relay, PTZ Preset,
Remote CMS, Front LED

GENERAL

Power Input DC12V / 5A – Level 6 , 60W
DC12V / 3A
– Level 6 , 60W

Operating Temp./Hum. 5°C ~ +40°C / Under 80% RH 

Dimension(mm) 340(W) x 59(H) x 300(D)

Weight(kg) Approx. 3Kg (exclude HDD)



* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• All video output method can be saved in one DVR

- Supports IP, EX-SDI, HD-SDI, TVI, CVI, AHD, Analog video

• 2 Megapixel Full HD support

• Recognizes and records video input method automatically

• H.264 Format Support

• Various Data Storage : 3 SATA HDD, 1 eSATA

• Network Function : DDNS, DHCP, UPNP

• Alarm, ATM, POS, Tow-way Audio

• User-friendly design (interactive front panel) and GUI

• Bundled Software : VMS, RMS, Mac Viewer, Web Client

• Smartphone Viewer Application(Android/iPhone/iPad)

• Easy to set up DDNS by QR Code 

ALL-IN-ONE Standalone Type DVR

MDX3 SERIES DVR

(unit : mm)
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MODEL MDX3-16V2 MDX3-08V2 MDX3-04V2

DISPLAY

Camera

Channel 16 CH 8 CH 4 CH

IP Camera ONVIF

Coaxial 16 BNC 8 BNC 4BNC

Display

Speed Max. 30fps/CH

Resolution

IP : Max. 4MP
EX-SDI/HD-SDI/TVI : 720p, 1080p, 3MP, 4MP, 5MP, 4K
AHD : 720p,1080p, 3MP
CVI : 720p, 1080p
Analog : 960H

FUNCTION

Operation System Embedded Linux

REC.

Compression H.264

Speed Max. 30fps/CH

Resolution

IP : Max. 4MP
EX-SDI/HD-SDI/TVI : 720p, 1080p, 3MP, 4MP, 5MP, 4K
AHD : 720p,1080p, 3MP
CVI : 720p, 1080p
Analog : 960H

Mode Motion, Local Sensor

Quality 5 Level

Playback

Search
Go to first rec. time, Go to last rec. time, 
Go to last search time, Calendar, Log viewer, 
Smart search, Multi-time & day search, Event search

Speed x1 ~ x32, x300

Mode Event only playback, Backward, Pause, Frame by frame

Networ
k

Interface 2 x Ethernet 10/100/1G (RJ45)

Compression H.264

Speed Max. 1080p 15fps/CH

Resolution Max. 1080p (1920 x 1080P)

Mode Bandwidth Control

Back-up

Interface USB2.0, Network

Format RMS, AVI

Internal HDD 3 HDD

External HDD 1 x eSATA port

H/W RAID N/A

DVD N/A

PTZ / Keyboard 2 x RS-485 – Terminal Block

POS/ATM RS-232C – Terminal Block, Ethernet POS

Software CMS, RMS, Mac Viewer, MMS APP(Android/iPhone/iPad)

INTERFACE

Video
Output

VGA 1 VGA (Full HD, SXGA, XGA)

HDMI 1 HDMI (4K, Full HD, SXGA, XGA)

Composite 1 Composite (720x480)

Spot 1 BNC(TVI)

Audio

Compression G.711u

Input 16RCA 8RCA 4RCA

Output 1 HDMI

Alarm

Input / Output 4/1 – NC/NO

Pre/Post Alarm 5sec ~ 5min

Action
E-mail, CH Popup, Buzzer, Relay, PTZ Preset,
Remote CMS, Front LED

GENERAL

Power Input DC12V / 5A – Level 6 , 60W

Operating Temp./Hum. 5°C ~ +40°C / Under 80% RH 

Dimension(mm) 430(W) x 86(H) x 270(D)

Weight(kg) Approx. 4Kg (exclude HDD)



* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• Reliable and Stable Operation based on Linux 64bit

• Prompt & Stable operation with DOM SSD

• High Quality Full HD Video of H.265, H.264 Compression

• Various Recording Mode 

; Continuous, Motion, Sensor, Schedule Mode

• Event Pop-up for Motion/Sensor/Camera loss/Etc.,

• Selectable Streaming Mode and Quality

; Recording/Streaming/Quality 

• 2 way Audio Supported

• Multi User Authorization & Screen Lock Function

• E-map Monitoring(VMS)

• Various Client Program Provided

• User-friendly design and GUI

• Max. 20TB Recording Capacity (2HDD Bay)

H.265 PC Type Full HD NVR

MV-NS SERIES NVR

(unit : mm)

25www.monesnc.com

SPECIFICATION

N
E
T
W

O
R

K
C

O
A

X
IA

L
N

V
R

 /
 D

V
R

MV-N04S MV-N09S MV-N16S

DISPLAY

Video
Channel 4 CH 9 CH 16 CH

Output 1 x VGA/ 1 x HDMI 

Display

Resolution Full HD(1080P) : 1920 x 1080

Speed 120fps 270fps 480fps

Screen 1, 2, 4, 6, 7, 9, 10, 13, 16 & Full Screen(1CH)

RECORDING

Compression H.265, H.264, MPEG-4, MJPEG

Resolution Full HD(1080p) 1920 x 1080

Speed 120fps 270fps 480fps

Recording Mode
Continuous, Motion Detection, Sensor, Schedule, 
Event

Pre/Post Alarm Pre Alarm : 10sec / Post Alarm : Max 120sec

SEARCH

Mode Date/Time, Calendar, Event

Playback
Forward (Fast : x1 ~ x8,  Slow :1/4 ~ 1/2)
Step Forward/Backward

NETWORK

Interface 10/100/1000 BASE-T RJ-45 Gigabit Ethernet 

Protocol TCP/IP, UDP, DNS, DDNS, HTTP, NTP, RTP/RTCP, RTSP

3rd party IP Camera Protocol
ONVIF / RTSP Supported Camera, UDP, Axis, 
Dynacolor, SONY, Panasonic, SAMSUNG, etc.,

Max. User 1024

Bandwidth Control Auto 

CMS Software
Live, Search, Back-up, Event Manager, E-Map, 
Multi Monitor, PAN/TILT/Zoom Control, NVR Set-up 

Web Client (IE only) Live 100CH, PAN/TILT/ZOOM Control

Mobile APP iPhone / Android APP

Security 3 User Level

Alarm
FTP Notice via e-mail, Alarm Out, Programmed Preset, 
Event & Video Loss Warning, Popup Camera

STORAGE

Internal Space 2 HDD Bay (Up to 20TB, 3.5inch)

External Storage USB / eSATA Storage

RAID N/A

SYSTEM & GENERAL

SYSTEM

CPU Intel Core Processor 1.8GHz

RAM DDR3 2G

OS Embedded Linux 64bit (DOM-SSD 32G)

KVM Switch Interface USB Only (*PS/2 Type is Unavailable)

External equipment
interlocking (Option)

Elevator CRT system interlocking(Korea products
only), Emergency bell, LPR system, Fire/Smoke 
detection system (H/W & S/W)

Power Consumption Normal 30W, Max. 60W

Power Source 100 ~ 240V, 50-60Hz

Operating Temp./HR 5°C ~ 40°C / 0~90%

Case Type 1U Rack Mount

Dimension 430mm(W) x 44.5mm(H) x 247.5mm(D)

Weight Approx. 2.6Kg (exclude HDD)



MODEL MV-N36 MV-N49 MV-N64

DISPLAY

Video
Channel 36 CH 49 CH 64 CH

Output 1 x VGA / 1 x HDMI  (or 1 x DVI) 

Display
Resolution Full HD(1080P) : 1920 x 1080

Speed 1080fps 1470fps 1920fps

RECORDING

Compression H.265, H.264, MPEG-4, MJPEG

Resolution Full HD(1080p) 1920 x 1080

Speed 1080fps 1470fps 1920fps

Recording Mode
Continuous, Motion Detection, Sensor, Schedule, 
Event

Pre/Post Alarm Pre Alarm : 10sec / Post Alarm : Max 120sec

SEARCH

Mode Date/Time, Calendar, Event

Playback
Forward (Fast : x1 ~ x8,  Slow :1/4 ~ 1/2)
Step Forward/Backward

NETWORK

Interface 10/100/1000 BASE-T RJ-45 Gigabit Ethernet 

Protocol
TCP/IP, UDP, DNS, DDNS, HTTP, NTP, RTP/RTCP, 
RTSP

3rd party IP Camera Protocol
ONVIF / RTSP Supported Camera, UDP, Axis, 
Dynacolor, SONY, Panasonic, SAMSUNG, etc.,

Max. User 1024

Bandwidth Control Auto

CMS Software
Live, Search, Back-up, Event Manager, E-Map, 
Multi Monitor, PAN/TILT/Zoom Control, NVR Set-up

Web Client (IE only) Live 100CH, PAN/TILT/ZOOM Control

Mobile APP iPhone / Android APP

Security 3 User Level

Alarm
FTP Notice via e-mail, Alarm Out, Programmed Preset, 
Event & Video Loss Warning, Popup Camera

Failover Supported

STORAGE

Internal Space 7 HDD Bay (Up to 70TB, 3.5inch)

External Storage eSATA, iSCSI Support

RAID Nomal, Option - RAID5, RAID6

SYSTEM & GENERAL

System

CPU Intel Core Processor 3.5GHz

RAM DDR3 32G

OS Embedded Linux 64bit (DOM-SSD 32G)

KVM Switch Interface USB Only (*PS/2 Type is Unavailable)

External equipment
interlocking (Option)

Elevator CRT system interlocking(Korea products
only), Emergency bell, LPR system, Fire/Smoke 
detection system (H/W & S/W)

Power Consumption AC100~240V 50/60Hz

Power Source Max. 600W

Operating Temp./HR 5°C ~ 40°C / 0~90%

Case Type 4U Rack Mount

Dimension 441.4(W) x 173.96(H) x 454(D)

Weight Approx. 18.5Kg (exclude HDD)

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• Reliable and Stable Operation based on Linux 64bit

• Prompt & Stable operation with DOM SSD

• High Quality Full HD Video of H.265, H.264 Compression

• ONVIF / RTSP standard protocol support

• Various Recording Mode

; Continuous, Motion, Sensor, Schedule Mode

• Event Pop-up for Motion/Sensor/Camera loss/Etc.,

• Selectable Streaming Mode and Quality 

; Recording/Streaming/Quality

• 2 way Audio Supported

• Multi User Authorization & Screen Lock Function

• E-map Monitoring(VMS)

• Failover Support

• Various Client Program Provided

• User-friendly design and GUI

• Max. 70TB Recording Capacity (7HDD Bay)

H.265 PC Type Full HD NVR

MV-N SERIES NVR

(unit : mm)
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MODEL MV-N81B16 MV-N100B16 MV-N128B16

DISPLAY

Video
Channel 81 CH 100 CH 128 CH

Output 1 x VGA / 1 x HDMI  (or 1 x DVI) 

Display
Resolution HD(720P) : 1280 x 720

Speed 2430fps 3000fps 3840fps

RECORDING

Compression H.265, H.264, MPEG-4, MJPEG

Resolution HD(720P) : 1280 x 720

Speed 2430fps 3000fps 3840fps

Recording Mode
Continuous, Motion Detection, Sensor, Schedule, 
Event

Pre/Post Alarm Pre Alarm : 10sec / Post Alarm : Max 120sec

SEARCH

Mode Date/Time, Calendar, Event

Playback
Forward (Fast : x1 ~ x8,  Slow :1/4 ~ 1/2)
Step Forward/Backward

NETWORK

Interface 10/100/1000 BASE-T RJ-45 Gigabit Ethernet 

Protocol
TCP/IP, UDP, DNS, DDNS, HTTP, NTP, RTP/RTCP, 
RTSP

3rd party IP Camera Protocol
ONVIF / RTSP Supported Camera, UDP, Axis, 
Dynacolor, SONY, Panasonic, SAMSUNG, etc.,

Max. User 1024

Bandwidth Control Auto

CMS Software
Live, Search, Back-up, Event Manager, E-Map, 
Multi Monitor, PAN/TILT/Zoom Control, NVR Set-up

Web Client (IE only) Live 100CH, PAN/TILT/ZOOM Control

Mobile APP iPhone / Android APP

Security 3 User Level

Alarm
FTP Notice via e-mail, Alarm Out, Programmed Preset, 
Event & Video Loss Warning, Popup Camera

Failover Supported

STORAGE

Internal Space 16 HDD Bay (Up to 160TB, 3.5inch)

External Storage eSATA, SAS, iSCSI

RAID RAID5(Standard), RAID6(Option)

SYSTEM & GENERAL

System

CPU Intel Core Processor 3.3GHz

RAM DDR3 32G

OS Embedded Linux 64bit (DOM-SSD 32G)

KVM Switch Interface USB Only (*PS/2 Type is Unavailable)

External equipment
interlocking (Option)

Elevator CRT system interlocking(Korea products
only), Emergency bell, LPR system, Fire/Smoke 
detection system (H/W & S/W)

Power Consumption AC100~240V 50/60Hz

Power Source Max. 600W

Operating Temp./HR 5°C ~ 40°C / 0~90%

Case Type Storage Type

Dimension 430(W) x 133.2(H) x 550(D)

Weight Approx. 15.5Kg (exclude HDD)

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• Reliable and Stable Operation based on Linux 64bit

• Prompt & Stable operation with DOM SSD

• High Quality HD Video of H.265, H.264 Compression

• Various Recording Mode 

; Continuous, Motion, Sensor, Schedule Mode

• Event Pop-up for Motion/Sensor/Camera loss/Etc.,

• Selectable Streaming Mode and Quality

; Recording/Streaming/Quality 

• 2 way Audio Supported

• Multi User Authorization & Screen Lock Function

• E-map Monitoring(VMS)

• Failover Support

• Various Client Program Provided

• User-friendly design and GUI

• Max. 160TB Recording Capacity (16HDD Bay)

H.265 16bay Storage Type HD NVR

MV-NB16 SERIES NVR

(unit : mm)
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MODEL MV-N81B24 MV-N100B24 MV-N128B24

DISPLAY

Video
Channel 81 CH 100 CH 128 CH

Output 1 x VGA / 1 x HDMI  (or 1 x DVI) 

Display
Resolution HD(720P) : 1280 x 720

Speed 2430fps 3000fps 3840fps

RECORDING

Compression H.265, H.264, MPEG-4, MJPEG

Resolution HD(720P) : 1280 x 720

Speed 2430fps 3000fps 3840fps

Recording Mode
Continuous, Motion Detection, Sensor, Schedule, 
Event

Pre/Post Alarm Pre Alarm : 10sec / Post Alarm : Max 120sec

SEARCH

Mode Date/Time, Calendar, Event

Playback
Forward (Fast : x1 ~ x8,  Slow :1/4 ~ 1/2)
Step Forward/Backward

NETWORK

Interface 10/100/1000 BASE-T RJ-45 Gigabit Ethernet 

Protocol
TCP/IP, UDP, DNS, DDNS, HTTP, NTP, RTP/RTCP, 
RTSP

3rd party IP Camera Protocol
ONVIF / RTSP Supported Camera, UDP, Axis, 
Dynacolor, SONY, Panasonic, SAMSUNG, etc.,

Max. User 1024

Bandwidth Control Auto

CMS Software
Live, Search, Back-up, Event Manager, E-Map, 
Multi Monitor, PAN/TILT/Zoom Control, NVR Set-up

Web Client (IE only) Live 100CH, PAN/TILT/ZOOM Control

Mobile APP iPhone / Android APP

Security 3 User Level

Alarm
FTP Notice via e-mail, Alarm Out, Programmed Preset, 
Event & Video Loss Warning, Popup Camera

Failover Supported

STORAGE

Internal Space 24 HDD Bay (Up to 240TB, 3.5inch)

External Storage eSATA, SAS, iSCSI

RAID RAID1/5(Standard), RAID6(Option)

Hot swap Supported

SYSTEM & GENERAL

System

CPU Intel Core Processor 3.3GHz

RAM DDR3 32G

OS Embedded Linux 64bit (DOM-SSD 32G)

KVM Switch Interface USB Only (*PS/2 Type is Unavailable)

External equipment
interlocking (Option)

Elevator CRT system interlocking(Korea products
only), Emergency bell, LPR system, Fire/Smoke 
detection system (H/W & S/W)

Power Consumption AC100~240V 50/60Hz

Power Source Max. 600W

Operating Temp./HR 5°C ~ 40°C / 0~90%

Case Type Storage Type

Dimension 437(W) x 178(H) x 648(D)

Weight Approx. 18.0Kg (exclude HDD)

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• Reliable and Stable Operation based on Linux 64bit

• Prompt & Stable operation with DOM SSD

• High Quality HD Video of H.265, H.264 Compression

• Various Recording Mode 

; Continuous, Motion, Sensor, Schedule Mode

• Event Pop-up for Motion/Sensor/Camera loss/Etc.,

• Selectable Streaming Mode and Quality

; Recording/Streaming/Quality 

• 2 way Audio Supported

• Multi User Authorization & Screen Lock Function

• E-map Monitoring(VMS)

• Failover Support

• Various Client Program Provided

• User-friendly design and GUI

• Max. 240TB Recording Capacity (24HDD Bay)

H.265 24bay Storage Type HD NVR

MV-NB24 SERIES NVR

(unit : mm)
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MODEL MV-CMS SERVER

GENERAL INFO.

CMS Version
Mone CMS Basic Linux 64bit
(Option : Standard / Professional / Enterprise Version)

Video Out VGA x 1 and HDMI

OS Ubuntu Linux with Open GL and X-Windows

CPU Intel Dual Core 1.8GHz

RAM DDR3 16G RAM(8G x 2EA)

VGA Integrated Graphics

HDD MSATA SSD 32G

LAN 10/100/1000 Base-Tx Ethernet (RJ45)

FUNCTION

Display

Resolution 1920x1080_Full HD

Speed 960fps (Max.32CH@30fps)

Screen 1x1, 2x2, 3x3 Various split screen & full screen modes

Playback Search
Go to first rec. time, Go to last rec. time, 
Go to last search time, Calendar, Log viewer, 
Multi-time & day search, Event search

Network Bandwidth Auto

GENERAL INFO.

Power Source AC100~240V 50/60Hz

Power Consumption 19V 3.42A

Operating Temp./HR 5°C ~ 40°C / 0~90%

Dimension(mm) 224(W) x 88.8(H) x 200(D)

Weight 2.7Kg (exclude HDD)

* 사양 및 디자인은 예고 없이 변경될 수 있습니다.

FEATURES

DIMENSION

• Max. 25,600 cameras connectable (256 x 100CH)

• Up to 32 full HD image simultaneous monitoring

• VNC connection support for remote configuration

• Event based live monitoring support

• System health monitoring

• Remote search, remote backup (manual, schedule)

• Event-based intelligent counterpart programming

• Multi-site automatic / manual warning voice transmission

(broadcasting) function

• Camera settings can be changed.

• E-MAP function displays camera position on map

• PTZ control available

• Efficient management with dual monitoring support

• Pop-up image alarm function according to event

• Uses USB type product when using KVM switch

• IP Video Wall System Control (Model Name : MV-NDS)

Centrally integrated control Server

MV-CMS SERVER

(unit : mm)
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MODEL MV-NDS SERVER

GENERAL INFO.

CPU 2ea of Dual Core 2.0GHz or Higher

RAM DDR4 32GB

Network 4 of 10/100/1000Mbit(Gigabit Ethernet)

GPU 2ea of Intel HD510 or Higher

OS Device Flash-based Disk On Module

Operating System Linux and X-Windows w/ OpenGL

Display Port
2 of HDMI(up to Full-HD, 60Hz)
2 of Display Port(up to 4K, 60Hz)

USB Port 4 of front, 8 of back

Audio Port 2 of Mic, 2 of Speaker and each HDMI/DP

PERFORMANCE

Display
Full-HD Moniter Display : Up to 4 EA
Ultra HD Moniter Display : Up to 2 EA

Live

Full-HD

D1(720x480): 4 x 1,920fps (each monitor:1,920fps)
HD(1280x720): 4 x 960fps
Full HD(1920x1080): 4 x 480fps
Ultra HD(3840x2160): 4 x 120fps

Ultra HD

D1(720x480): 2 x 1,920fps
HD(1280x720): 2 x 960fps
Full HD(1920x1080): 2 x 480fps
Ultra HD(3840x2160): 2 x 120fps

Network Bandwidth Max. 500Mbps each LAN(Total 4 LAN ports)

GENERAL INFO.

Power Source
2 of 19V 6.32 DC Adapter
(sourced by AC 100~240V 50/60Hz)

Power Consumption Max.200W

Operating Temp./HR 0°C ~ 40°C / 0~85%(Non-condensing)

Dimension(mm) 430(W) x 45(H) x 247.5(D)

Weight Approx. 2.4Kg

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• Supports four Full-HD or two UHD monitors

• Up to 64CH display per monitors

• Supports monitor screen pivot function(90°/180°/270°)

• Delayless display using NVR real-time protocol

• Region-of-Interest (ROI) for natural monitor connection

• 4 Gigabit Ethernets

• Controlled by MV-CMS Server Software

• 1U Rack type Case

IP Wall Video Display Server

MV-NDS SYSTEM

(unit : mm)
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MODEL MNVS-202

GENERAL INFO.

Sensor In/Out 1 / 1

Video In / Out BNC / CVBS:  VBS 1.0 Vp-p / 75Ω

Audio In / Out 1 / 1

RS-485 PELCO-D, PELCO-P, Etc.,

Power Source DC 12V, 1.5A, PoE IEEE 802.3af(Option)

Power Consumption 2.5W

Material Aluminum Die-casting

Storage Micro SD Slot

PTZ Control PTZ Camera Control via Pelco-D/P Protocol

NETWORK

OS Embedded Linux

Video Compression Dual Codec,H.264/MPEG4/MJPEG

Video Streaming 
Multi Streaming CBR/VBR
(Controllable frame rate and Bandwidth)

Frame Rate Max.30/25fps for 960H

Audio Compression Two way, G.711, 8KHz

Motion detection Notification: FTP, e-mail, Alarm out

Video Buffer 5MB pre-alarm and 180 sec (max) post-alarm

Support Protocol

Protocol
HTTP, HTTPS, FTP, SMTP, UPnP, DNS, DDNS, NTP, RTSP, RTP,
TCP, UDP, ICMP, DHCP

Security Password protection, User access log, HTTPS encryption

OS Supported Windows 7, Vista, XP, 2000

APPERANCE

Dimension(mm) 140(W) x 347(H) x 124(D)

Weight 500g 

* Specification and design are subject to change without notice.

FEATURES

DIMENSION

• Dual Streaming of H.264 and M-JPEG     

• Up to 30 frames per second in all image resolutions

• Max. Resolution : 960H(960x480)

• 1 Port analog video loop-out port

• 2 way Audio Support

• Supports IEEE 802.3af PoE injectors, mid/end-spans

960H(Analog) 1Channel Video Server

MNVS-202

(unit : mm)
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